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Copyright Information 

Copyright © 2009 ICS, LLC All rights reserved.  The information contained in this 
manual are copyrighted and all rights are reserved by ICS, LLC.  ICS, LLC reserves 
the right to make periodic modifications of this product without obligation to 
notify any persons or entity of such revision.  Copying, duplicating, selling, or 
otherwise distributing any part of this product without the prior consent of an 
authorized representative of ICS, LLC is prohibited. 

All brands and product names in this publication are registered trademarks or 

trademarks of their respective holders. 

Information furnished by ICS, LLC in this specification is believed to be 
accurate.  Devices sold by ICS, LLC are covered by the warranty and patent 
indemnification provisions appearing in its Terms of Sale only.  ICS, LLC 
makes no warranty, express, statutory, and implied or by description, 
regarding the information set forth herein.  ICS, LLC reserves the right to 
change specifications at any time and without notice 

L/{Σ [[/Ωǎ ǇǊƻŘǳŎǘǎ ŀǊŜ ƛƴǘŜƴŘŜŘ ŦƻǊ ǳǎŜ ƛƴ ƴƻǊƳŀƭ ŎƻƳƳŜǊŎƛŀƭ ŀǇǇƭƛŎŀǘƛƻƴǎΦ  
Applications requiring extended temperature range or unusual 
environment requirements such as military, medical life-support or life-
sustaining equipment are specifically not recommended without additional 
testing for such application 

Limited Warranty 

For a period of one (1) year from the date of purchase, ICS, LLC warrants 
the crane scales against defects in materials and workmanship.  ICS, LLC will 
not honor this warranty (and this warranty will be automatically void) if 
there has been any: 

1. Tampering or signs of tampering. 

2. Use of AC power adapters and cables other than those originally supplied 

with the crane scales. 

3. Repair or attempt to repair by anyone other than an ICS, LLC authorized 

technician. 
 

This warranty does not cover and ICS, LLC will not be liable for, any damage 
or failure caused by misuse, abuse, acts of God, accidents, electrical 
ƛǊǊŜƎǳƭŀǊƛǘȅΣ ƻǊ ƻǘƘŜǊ ŎŀǳǎŜǎ ōŜȅƻƴŘ L/{Σ [[/Ωǎ ŎƻƴǘǊƻƭΣ ƻǊ ŎƭŀƛƳ ōȅ ƻǘƘŜǊ 
than original purchaser  
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PRECAUTIONS 

 
1. Do not disassemble the scale.  If any damage or defect occurs, 

contact ICS, LLC. Immediately for proper repair.  Disassembly 
by anyone other than an ICS, LLC. Technician can void the 
factory warranty (see limited warranty disclaimer). 

2. Do not overload scale beyond maximum recommended weight 
limit. 

3. When charging scale, ensure that the charger is connected to a 
grounded outlet.  This will minimize electricity static that could 
cause equipment defects or electrical shock. 

4. When removing the charger from its electrical outlet, do not pull 
by the cord, this could cause electrical shock or fire. 

5. When removing the charger from the charging port on the crane 
scale, ensure that the charger has been unplugged from its 
electrical outlet first.  Do not remove charger plug, by pulling the 
cords, as this could damage the connector and possibly cause 
damage or fire upon next use. 

6. To avoid fire hazards, do not operate or store the scale near 
flammable or corrosive materials, gas. 

7. To avoid electrical shock or malfunction, prevent scale from 
being stored or operated in extremely wet or humid conditions. 

8. Be sure to maintain a safe distance when weighing a load.  
Never stand directly under scale when a load is being weighed. 

9. Avoid shock loading the scale (ensure that there is minimal or no 
slack when lifting a load.  The sudden SNAP of a load pulling on 
the scale, could potentially cause damage to scale and/or lifting 
hardware. 

10. Keep the scale away from any other electromagnetic 
generating devices as they may cause incorrect or false 
readings. 

11. To ensure consistent and accurate readings, maintain 
periodic calibration checks by your ICS, LLC. Dealer. 
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PREFACE 

 
Thank you for purchasing you ICS, LLC. 447 series crane scale.  
This series was designed with reliability, functionality, quality, and 
performance in mind.  We believe that whatever your overhead 
lifting needs are, they can be met by our outstanding line of crane 
scales.   
This manual will help you with proper operation and care of the 447 
series crane scales.  Please keep this manual handy for future 
reference. 
 
 

SCALE FEATURES 

 
 

Overload Capacity 500% 
NEMA 4 IP 65 
Full Tare Subtraction 
Auto Span Calibration 
Pounds And Kilograms Conversion 
0.05% Accuracy Of Applied Load 
Automatic Overload Indication At 115% 
Solid Steel Construction 
Peak Hold, Hold 
Accumulation 
Counting Functions 
RS 232 and 4-20 mA Available 

  Battery and Charger Included 
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SCALE SPECIFICATIONS 
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INDICATOR SPECIFICATIONS 
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INDICATOR DISPLAY AND CONTROLS 

 

 
 

KEYPAD BUTTONS AND FUNCTIONS 
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ANNUNCIATORS 
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BASIC WEIGHING 

 
NORMAL WEIGHING 
 
1.  Ensure indicator is on and ñZeroò annunciator is lit. 
2.  Secure item that is to be weighed properly to the scale. 
(ieé lifting hardware, straps, shackles, ecté) 

3.  Lift item slowly to avoid shock loading scale. 
4.  Read the displayed weight. 

 
USING TARE 
 
1.  Ensure that the ñZeroò annunciator is lit and displaying ñ0ò 
2.  Place lifting hardware or item to be tared on scale. 

3.  Press the ñTareò key.  
4. The indicator will display ñ0ò and the ñNetò annunciator will 

be lit. 
5. Weigh the desired item. 

6. Press the ñGross/Netò key  to toggle between the 
net weight and the total weight.  
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SPECIAL FEATURES 

 UNITS SWITCHING (LB/KG) 

 

  

COUNTING 
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HOLD 

 

  

PEAK HOLD 
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 LIVE WEIGHT 
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SHOWING TOTALS 

 

 

  


