OPERATING INSTRUCTIONS 
ICS LOAD BEAM SCALE

TURN THE UNIT ON BY PRESSING THE “Ф” BUTTON.  TURN THE UNIT OFF BY PRESSING THE “STOP” BUTTON.
1. TO CHANGE FROM KG TO LB:  

· PRESS AND HOLD “*” FOR TWO TO THREE SECONDS UNTIL LB SHOWS ON INDICATOR.

2. TO TARE SCALE:

· PRESS “0” TO ZERO TARE VALUE.  PRESS “0” AGAIN TO CLEAR THE STORED VALUE
3. TO ENTER A MANUAL TARE:

· PRESS “→” BUTTON TO MOVE FLASHING CURSOR TO DESIRED POSTION.  PRESS “↑” TO CHANGE VALUE.  ONCE DESIRED VALUE IS ENTERED, PRESS “0” TO STORE TARE VALUE AND TARE SCALE.

4. TO SET INDICATOR TO PEAK HOLD:

· IN NORMAL WEIGHING MODE PRESS “*” BUTTON TWICE.  AUTO WILL BE DISPLAYED.  PRESS “↑” TO CHANGE VALUE UNTIL “AUT 6” IS DISPLAYED.  PRESS “*” TO ACCEPT CHANGES.  WHEN WEIGHT IS APPLIED IT WILL HOLD PEAK VALUE.  PRESS “0” TO CLEAR DISPLAYED VALUE.
5. TO SET INDICATOR TO NORMAL WEIGH MODE:

· IN PEAK HOLD MODE PRESS “*” TWICE.  “AUT 6” WILL BE DISPLAYED.  PRESS “↑” ONCE.  “AUT 0” WILL BE DISPLAYED.  PRESS “*” TO ACCEPT CHANGES.  WHEN WEIGHT IS APPLIED THEN REMOVED VALUE WILL RETURN TO ZERO.
.

